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About OutBack Power Systems

OutBack Power Systems is a leader in advanced energy conversion 

technology. Our products include true sine wave inverter/chargers, 

maximum power point charge controllers, system communication 

components, as well as breaker panels, breakers, accessories, and 

assembled systems. 
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All rights reserved.

Disclaimer

UNLESS SPECIFICALLY AGREED TO IN WRITING, OUTBACK POWER 

SYSTEMS:

(a) MAKES NO WARRANTY AS TO THE ACCURACY, SUFFICIENCY OR 

SUITABILITY OF ANY TECHNICAL OR OTHER INFORMATION PROVIDED IN 

ITS MANUALS OR OTHER DOCUMENTATION.

(b) ASSUMES NO RESPONSIBILITY OR LIABILITY FOR LOSS OR DAMAGE, 

WHETHER DIRECT, INDIRECT, CONSEQUENTIAL OR INCIDENTAL, WHICH 

MIGHT ARISE OUT OF THE USE OF SUCH INFORMATION. THE USE OF ANY 

SUCH INFORMATION WILL BE ENTIRELY AT THE USER’S RISK.

Contact Information

OutBack Power Systems/19009 62nd Ave. NE, Arlington, WA 98223/

Phone (360) 435-6030/Fax (360) 435-6019

www.outbackpower.com
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FLEXmax 80 Fan Replacement

INSTALLATION GUIDELINES AND SAFETY INSTRUCTIONS

READ FIRST

Read all instructions, cautionary markings, and all appropriate sections 

of these instructions.

Be cautious around electricity, electrical components, and batteries. 

Shocks, burns, injury, and even death can occur if an installer comes in 

contact with electricity.

This product is intended to be installed as part of a permanently 

grounded electrical system .

•	 The OutBack FLEXmax 80 is designed for indoor installation or 

installation inside a weatherproof enclosure. 

•	 Install all components and wiring according to national  and local 

electrical and building codes. This may include submitting a plan to 

the local building department and passing an inspection.

•	 For full system protection, one FLEXware Surge Protector per FX Series 

Inverter/Charger should be installed. 

OutBack Power Systems cannot be responsible for system failure, 

damages, or injury resulting from improper installation of their products.
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FLEXmax 80 Fan Replacement Kit

Each fan kit contains the following parts:
 	 •  (1) 12 VDC Fan
	 •  (1) Fan Baffle/Insulator
	 •  (1) Machine Screw
	 •  (4) 8-32 X 1-1/4 Machine Screws
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Installation

NOTE: Shut off all power sources to the 

FLEXmax 80 before replacing the fan.

1.	 Remove the machine screw that secures 

the fan cover.

2.	 Press in the sides of the fan cover to 

release the tabs and pull up on the 

cover.

3.	 Remove the fan cover once the tabs 

have cleared their slots. 

TABS/SLOTS

MACHINE 
SCREW

COVER REMOVED
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4.	 With the cover removed, carefully remove the plug from its jack.

5.	 Remove the four corner screws that secure the fan.  

6.	 Remove the fan from the FLEXmax 80.

NOTE:  Be careful not to drop any screws into the FLEXmax 80 after removing the fan. 

SIDE VIEW

SCREWSPLUG/JACK

SCREWS AND JACK REMOVED FAN REMOVED

INSULATOR

5 6



PLUG INSERTED 
INTO JACK

UPPER SCREWS INSTALLED AND HAND-TIGHTENED

FAN BLOWS AWAY FROM INSU-
LATOR IN THE DIRECTION OF 

THIS ARROW LOCATED ON THE 
SIDE OF THE FAN

Reinstallation
1.	 Plug the replacement fan into the electrical jack.

	 NOTE: The fan must blow out from the FLEXmax 80 

and should be installed so the directional arrow on 

its side points away from the insulator.

2.	 Line the upper fan screws up with the fan 

insulator and FLEXmax 80 internal bracket, insert 

the screws, and hand-tighten

3.	 Insert the lower two corner screws.

4.	 Tighten all four screws.

5.	 Press the sides of the fan cover together and 

reinstall while tucking the fan insulator inside of 

it. The covers tabs should fit back inside of the 

slots on the sides of the FLEXmax 80.

6.	 Turn on the power sources connected to the 

FLEXmax 80.
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